Technical specification:

Input Voltage 230 VA.C

Frequency 50 Hz

Power Factor 0.80

Power Consumption 10 W(aprox)

Lamp Power 18W *2

Lamp Type High Bright L.E.D Spot Lamp
Lamp Voltage 12vD.C

Battery Capacity 12V, 7 Ah

Battery Type VRLA, SMF (Maintanance free)
Lamp Operating Temp 0-40'C

Low-Battery RED Indication

A.CON GREEN Indication

Sensor Type L.D.R (Light dependent Resistor )
Input Protection 0.5 A Fuse

Output Protection 12 A Fuse

Charging Time 8 Hours (aprox)

Lamp Adjustments 90’ Vertical , 180’ Horizontal

Block Diagram :

Lamp-1
Input | AC gaial
IR Charger OUtpUt
e
Control

unit

* Keep 24 Hours Charging for Better Performance and
Long Battery Life. bestteedn

BIEST

Industrial Emergency Lamp

Type Dim Bright
LED 3Hour's 2 Hour’s
Same As

Front Veiw :

®

g

180 mm

o. -]

le :
< 7

300 mm
Back Veiw :

o Yol e
S Q ® £
i S =
& |E
270 mm Py
re]
N
v
< >
370 mm
Side Veiw :
;; T Power ON i[ ; ,
; Lamp-1
e Lamp-2
|:| oo ~—Dim- Bright . D.C Fuse
O D O “-Sensor
-Display
° 0 o LDR [ ] A.C Fuse
Battery Low
A.COn o ACIN

85 mm




	Page 1

